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WEB

EP-cap

Hybrid Conductive Polymer Type / Radial Lead Type

HEHZ -HEH-...

(18V to 35V)

e 105C 4,000 to

(50V to 100V)

10,000hours

( Sunar

RoHS compliance
105T
Long Life

e Laminated case o Solvent proof (within 2 minutes)

e AEC-Q200
B Specifications
Iltems Condition Specifications
Rated voltage (V) = 16 25 35 50 63 80 100
Surge voltage (V) Room temperature 20 32 44 63 79 100 125
Category temperature range (C) = —55to +105
Capacitance tolerance (%) 120Hz/20T M £20
Dissipation Factor(tan &) tand (max.) 120Hz/20C 0.16
Leakage current(LC) LA/after 2minutes (max.), 20T The greater value of either 0.05CV or 100
Test 16V ®6.3 : 4,000hours, 8-:¢10 : 7,000hours
es
oEE 25V< ®6.3 : 5,000hours, »8:¢10 : 10,000hours
P rated voltage applied AC/C Within £30% of the initial value
(With the rated tand Not more than 200% of the specified value
el EUER) ESR Not more than 200% of the specified value
LC Not more than the specified value
Shelf Life 105T, 1,000hours(with no voltage load) | Shall meet the endurance spec above after voltage treatment at 20deg.C per JISC5101-4 4.1.
B Marking, Dimensions 0 (Unit : mm)
o
Polarity $d=+0.05 ﬂ (DD L F (Dd
2099 ot o, of (M) o 7 6.3 7.2 25 045
T —— 8 95 35 0.6
fal [=) .
o M 10 9.5 50 0.7
(HErznz) -— 15min.—|  -— 5min. 10 115 5.0 0.7
Rated Voltage ~—L+1.5max.—| 20min. —
(égxgogg\slvlgs %?g:t\)lV:ao) A pressure relief vent is provided for 10
100V:100
H Size, ESR, Rated Ripple Current
Series HEHZ HEH
15 i ! ! ! | | 6.3X7.2 | 80, 1200
33 : : : : : l 8x95 | 35, 1670
47 1 1 | | 6.3x72 | 45, 1840 ! !
56 0 0 0 0 0 0 1095 | 25! 2320
68 ! ! 6.3x72 ' 35' 1980 ' ' ' '
82 0 0 0 0 0 0 10x11.5 ! 19! 2650
700 ‘ ‘ \ i 8x95 1 281 2550 | |
120 6.3x72 1 321 2070 i i i i | |
150 | | 8x95 1 25, 2690 | 10x95 1 20 3490 | |
220 ; ) ) ) 10115 | 15, 4000 ) )
270 8x9.5 | 23, 2820] 10x95 , 19, 3580 1 1 l |
330 0 0 10x115 | 14! 4140 0 0 0 0
470 10x95 ' 18! 3750 ! ! ! ! ! !
560 10x116 ! 14" 4340 0 0 0 0 J J
Series HEH
uF vl 63 80 \ 100
10 6.3X7.2 . 100 1060 i i 10x9.5 i 80, 1450
12 : : 10x95 | 70, 1600 10x95 | 80, 1450
15 . . 10X9.5 . 70, 1600 10x11.5 60, 1660
18 ! ! 10x1165 ! 50! 1830 0 0
22 8x95 ' 40' 1560 ! ! ! !
33 | ___8x95% | 40, 1560\ __________ o O U .
10%x9.5 ! 30" 2100 ! ! ! !
47 10%x9.5 i 30: 2100 | i I I
56 101156 1 221 2400 } | ) o
Please refer to page 20 for ripple current frequency coefficients. Case size:pDxL(mm) J ‘ L Rated ripple current
* S type ESR(mQ)max. mArms(100kHz, 105TC)

W Part number

HEHZ Series
16 HEHZ270 M T

- Sn plating terminal option
Capacitance tolerance

Rated

HEH Series
63HEH33M T

capacitance

Series symbol
Type symbol

Rated

voltage

=

Sn plating terminal option
Capacitance tolerance
Rated capacitance

at 100kHz, 20T

HEH Series
B63HEH33MS T

e Sn plating terminal option
S type symbol
Capacitance tolerance

IF

Series symbol Rated capacitance

Type symbol Series symbol

Rated voltage Type symbol
Rated voltage



